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Firma Profili

EAP Sulama Sistemleri LTD. STI. Zirai amacl polietilen sulama
borular ve ek parcalan Uretmek amaciyla 2003 yilinda
Sanliurfa da kuruldu. Kalite kontroliine hammadde asamasinda
baslayarak Uretim sirasinda ve sonrasinda yapilan testlerle devam
eden, ISO 9001 kalite glivence sistemi ile musteriye ulasan GAP
Sulama Sistemleri yuksek kalite ve guvenin simgesidir. Hedefimiz
ulkemizde var olan zengin kaynaklari, sahip oldugumuz degerlerle
birlestirerek, insanimiza hizmet eder hale getirmektir. Bu siirecte
verimlilik, kalite ve insan odakli yonetim anlayisimizla bolgemizde
lider, llke ekonomisinde etkin bir firma olmay amagliyoruz.

Hizmet alanindaki evrensel kalite ve standartlarimizi,
vizyonumuzdan ve temel degerlerimizden taviz vermeden, Uretim
alanina tasimak, surekli biyime ve yenilenme idealimizin
geregidir. GAP Sulama Sistemleri, 6zel katki malzemeleri ile glnes
isintarina (UV) karsi dayanimi artinlmis yiksek yogunluklu ozel
boruluk polietilenden 5 ve é metrelik boylarda Yagmurlama
Sulama Boru ve ek parcalari, Damla Sulama Boru ve ek pargalan,
HDPE igme suyu borulan ve PE 100 Kangal Borularini
Uretmektedir.

Dusik basinclarda dahi baglanti noktalarindan su sizdirmayacak
sekilde tasarlanan GAP Sulama Polietilen Sulama Borulan her turli
zor arazi kosullaninda ve yuksek basing altinda yillar boyu givenle
kullanilabilecek niteliktedir. Deneyimli kadrosu modern cihazlan ve
TSE standartlanndaki ¢alisma kosullanyla is guvenligini ve
saguigini on planda tutarak GAP Sulama toplam kalitesini sirekli
gelistiren bir kurulustur. Uretimin her safhasinda yaptig
kontrollerle ve AR-GE c¢alismalarnyla, hammadde ve mamul madde
kalitesini hep Ust duzeyde tutarak; GAP Sulama Musterilerine
guvenilir, dayanikli ve saglam urlnler sunar. Satisla bitmeyen
musteri iliskileri, her zaman daha kaliteli, daha hizla hizmet ve
miisteri memnuniyetine verdigii onemle, GAP Sulama musterisinin
en yakin dostudur.



Company Profile

E AP Irrigation Systems Ltd. Co. was established in 2003 to
manufacture industrial polyethylene irrigation pipes and fittings in
Sanliurfa. GAP Irrigation Systems that starts the quality control
with raw material and then continue with quality tests conducted
in the course of manufacturing and so on and finally reaches to
customer with ISO 9001 quality assurance system is symbol of
high quality and trust., Our goal is to combine the rich resources
of our country with the values we have in order to make them
ready to serve our people.

In this process, we aim to become a leading company in our
region and also be active in national economy thanks to our
fertility, quality and people oriented management.

A permanent growth and renovation by applying our universal
quality and standards in service area carrying to our
manufacturing area without compensating from our vision and
base values are necessity of our ideal. GAP Watering Systems
manufactures Sprinkler Irrigation Pipe whose resistances
enhanced against solar rays (UV) with special additive materials
and its articulation fittings, from high density special piper
polyethylene at 5 and é mt lengths, Drop Irrigation Pipe and its
articulation fittings, HDPE Drinking Water pipes and PE Tube
Pipes.

Polyethylene Irrigation Pipes which are designed as not to leak
water from junctions at even low pressures, has qualifications
that can be used at all kinds of rough terrain and under high
pressure for years. Giving priority to job safety and health with
the experienced staff, modern equipments and working conditions
under TSE standards, GAP Irrigation constantly improves its
overall quality. GAP Irrigation offers safe, durable, and solid
products to its customers by keeping the quality of raw materials
and final products at high level due to the controls at every stage
of production and the RED activities. GAP Irrigation is the closest
friend of its customer with permanent customer relations after
sale and emphasis on customer satisfaction, better quality and
faster service.
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[#evreci galisanlari ile GAP'tan damlayan her
su damlasini dodaya ve cevreye akitarak;
GAP'In suya hasret kalan topraklarinin
atardaman olmaktir.

Sulama Sistemleri

Makine ve kalip parkimizi surekli yenileyerek,
Kaliteli hammadde ve kansim satin almada édin
vermeden, kurulusumuzda strekli deney ve
analiz yaparak, kalite kontrol noktalarini
artirarak, uzun omurll, dayanikl, kolay tasinabilir
ve TSE sartlarina uygun, giivenli, sagliga zarar
vermeyen ve surekli misteri sartlanni saglayan
uriin dretmektir.

Kalite Politikasi

eknolojik gelismeleri strekli takip ederek,
Kaliteden odun vermeyen, personelini strekli
editen, kalite yonetim sistemi sartlarina uyarak
etkinligini surekli iyilestiren ve musterilerinin
memnuniyetini karsilayan bir kurulus olmaktir.



o be the lifeblood of the remaining territory

GAP region this starved of water by dripping’
every drop of water from GAP to nature and
environment with our environmentalist workers.

" lur mission to manufacture long-lasting,
durable, easy portable safe and high quality
products in accordance with TSE procedures,
not damage to health and providing permanent
customer expectations as renovating our
equipment and mould park persistently without
compensating from quality raw material and
purchasing mixture by making test and analyses
in our factory and enhancing quality and
controls.

mpany following technological
ntinually, without compensating
ning staff constantly, complying
with quality management system, regenerating
its activity and meeting customer's satisfaction.

Aalan (585 A A Ut G 8 el IS
O bk JS ity aLill A (e ¢ oLl N e

Akl o A0l to IS e 5 LG oLl i 518

. Al Jae Y1 e ) 23N

Sy gl da gyl 8 g g5 N G I

.m‘;’\,ﬁ\:..nlluh_;l)..‘;’h‘_um’i?qﬂb”ha
JSy Jaall ALE) § LEITSE cilieal gal daiSiall o

32y IMA (e ¢ Jashall gaall g ¢ Jaadll i3y ¢ Al spa
Jallaill Jaxy Al g ¢ 33 gall aniy 4aladl JalEl

:..‘11 ellac| Qe e '..'ﬁ....u...}a
B2 gall 3 L0 N1 3 gl

Hﬁﬁuﬂ&.&.\ﬁlq}hﬁ;‘ﬂj
Laflaall ol 2l 8 iliiay ga

L) 8 ol gal paiicall asaadll o jals Lald M4 Sage

> BN

Ll




Yagmurlama Sulama Sistemleri
Sprinkler Irrigation Systems
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G 1 Sprink G 2 Sprink
G 1 Sprinkle G 2 Sprinkle
s Jss
Farkl nozul secenedi ( 3,8 mm - 4,5 mm ve 5,5 mm) Farkl nozul secenedi ( 2,3 mm - 3.8 mm ve 4.8 mm )
Istenilen ¢aplarda Uretim yapilabilmektedir. Istenilen gaplarda Uretim yapilabilmektedir.
Diverse nozzle option { 3.8 mm - 4,5 mm ve 55 mm) can be Diverse nozzle option { 2,3 mm - 3.8 mm ve 4.8 mm) can be
manufactured at requested diameters. manufactured at requested diameters
Al e gl S AR s A gl LY Al e il Dl fial s Ay gl LAY &
(ale 4,8
G 3 Sprink Abot
G 3 Sprinkle Hydrant
Jos Jissacld
Farkl nozul secenedi ( 2.3 mm - 3,8 mm ve 4.8 mm )
Istenilen ¢aplarda Uretim yapilabilmektedir.
Diverse nozzle option { 2.3 mm - 3.8 mm ve 4.8 mm) can be @75 0 90

manufactured at requested diameters,
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agmurlama Sulama, yagmurun yaptidi sulamaya ¢ok
benzer ozellikler tasiyan bir yontemdir. Su bir pompa ile
boru sistemine dagitiir ve sprinkler vasitasiyla havaya
puskurtilerek kucuk damlalar halinde sulanacak araziye
duser.

GAP Sulama Sistemleri, TS 418 standartlarina uygun imal
edilen Ozel katki malzemeleri ile giines 1sinlarina (UV) karsi
% dayanimi artinlmis Yiksek Yogunluklu 6zel boruluk

: oW polietilenden 5 ve 6 metrelik boylarda Yagmurlama Sulama

v Boru ve ek pargalannin dretimi yapilmaktadir.
Topraginiza GAP damlaciklar Pere =
GAP drops to your soil

oS 5i A IS ol s

www.gapsulama,com

o
(8]



Kiiresel Vana
Ball Valve

) alasa

32x25

Rediiksiyon
Reduction

L SV

@90 x75 @ 110x90 @ 110x75 ®125x 110
2 125x 90 @125x 75 @ 140x 125 D 160 x 140
@ 160 x 125

= prinkler Irrigation has similar specifications with rain.
Water is distributed to pipe system by pomp and it drops on
land within small droplets as spraying to air through a
sprinkler.

GAP Irrigation Systems (both sprinkle irrigation pipe and its
articulation fittingslare manufactured accordance with TS
418 standards whose resistance is enhanced against solar
rays (UV) with special additive materials from high-density
special pipers polyethylene at 5 and 6 meters height.

PE Yagmurlama
Borulari

PE Spring
Irrigation Pipes

@75 @ 90 @110
@140 0160

@ 125

Dirsek
Elbow

@75 0 90 @ o125 @140 @ 160
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Yagmurlama Sulama Sistemleri
Q Sprinkler Irrigation Systems
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Sulama Sistemleri
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Disi Kér Tapa
Female End Cap
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Sistemin Avantajlari

Engebeli tarim alanlan tesviyeye gerek kalmadan sulanabilir.
Salma sulamaya bagli erozyon dnlenir.

* Su alma hizi yuksek ve su tutma kapasitesi disik kumlu
topraklarda karik akisina bagl su kaybina neden olmaksizin
tim tarla alaninda ekonomik ve ylksek randimanla sulama
yapilir.

* Taban suyunun ytiksek oldugu yerlerde taban su

seviyesini yukseltmeden sulama yapilir.

* Tarlanin ekim alanini arttirmakta sulama iscilik masraflarini
azalmaktadir.

* Giibre sulama suyuyla bitkiye verilebildiginden iscilikten
tasarruf saglanir.

* Su araziye kontrolll olarak istenilen miktarda verildiginden
su kayiplari en aza indirilir.

* Bitki yapraklarinda olusan tuz ve toz zerreleri kolayca
yikanarak bitkiye zarar vermesi onlenir.



PE Disi Baslik
PE Female Headgear
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Hat Vanasi
Line Valve

2
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Advantages Of System

E]ough agricultural areas can be irrigated without the
necessity of smoothing.

« Efficient and economic irrigation is possible on sandy
fields with high water uptake rate and low water-holding
capacity without causing any water lost due to irrigation
ditch.

* At the place of high ground water, watering is made
without raising ground water level.

* Irrigation system decreases workmanship cost while
increasing the planting area of the field.

* Since manure can be given to plant by irrigation, savings
are made within the scope of workmanship.

* Since water is given in a controlled way and requested
amount, water loss is minimized.

+ Salt and dust particles on plant leaves can be cleaned
easily without any damage of plant.
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Karik Soketi
Furrow Socks
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Teknik Ozellikleri
Technical Specifications
Gilédl Jaibad

“__““

d{rnm] 110

T 7 T 7S S I S N
di{mm] 4640 58,20 69,60 83,40 10200 116,00 12980 14840

150 150 150 150 150

Qs | v ) | v . [ Vv J [ V J | ___
0,80 0,47 0,0057
1,00 0,59 0,0087
1,30 0,77 0,0141
1,50 0,89 0,0183 0,56 0,0061
2,00 1,18 0,0313 0,75 0,0104 0,53 00043
2,50 1,48 0,0473 094 0,0157 0,66 0,0066
3,00 1,78 0,0662 1,13 0,0220 0,79 0,0092 0,55 0,0038
3,50 2,07 00881 1,32 00292 092 00122 0,64 0,0051
4,00 2,37 0,128 1,50 0,0374 1,05 00157 0,73 00065 049 0,0024
5,00 1,88 0,0566 1,31 0,0237 086 00098 0,61 00037 0,57 0,0028
6,00 2,26 00793 1,58 00332 098 00137 0,73 00052 066 00037 053 00021
7,00 2,63 0,055 1,84 00441 1,70 0,0183 086 00069 0,76 00047 0,60 0,0027
8,00 2,10 0,0565 1,22 0,0234 098 0,0088 085 00058 068 00034 052 00018
9,00 2,37 0,703 147 00291 1,70 0,0109 095 00071 0,76 0,0041 0,58 0,0021
10,00 2,63 0,0854 1,84 0,0354 1,22 0,0133 1,14 0,0099 091 00058 0,69 0,0030
12,00 2,20 0,0496 147 0,018 142 0,0150 1,13 0,0087 0,87 0,0045
15,00 2,45 00750 1,84 00281 1,70 00211 1,36 00122 1,04 0,0063
18,00 2,20 0,0394 1,89 00256 1,51 00148 1,16 0,0077
20,00 2,45 00479 2,27 00359 1,81 00208 1,39 0,0108
24,00 2,65 0,0478 2,12 00276 1,62 0,0144
28,00 2,42 0,0354 1,85 00184
32,00 2,02 0,0218
35,00 2,31 0,0279
40,00

Tablolarda Kullanilan Kisaltmalar: = D: Dis Cap {(mm) - Q: Debi (It/sn)

Abbreviations used in the Table:

(Ple) sl i o] = (BB iAo gtV = (R0 ) ol Jaee 2Q

- V: Akiskan Hizi (m/sn) - J: Yik Kaybi (m/m)
+ D: External Diameter (mm) - Q: Flow Rate (liter/seconds) - V: Flow Speed (m/seconds) -+ J: Head loss (m/m)

(p0) @28l kil D = Jglaall 8 daasiaall Gl ypeaiddl)

Uriinler / Products

Gap Sulama Sistemleri PE Yaﬁmurlama Borularinin Ddseme Semasi
Gap Irrigation Systems PE Sprinkler Pipes Floor Plan
el Al S Aalall PE UM ol 28 Jalaia
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Nipel / Intended Coupling

Plastik Filtre / Plastic Filter

Js § stall LS st
Damlatici / Dripper / Liia
Conta / Gasket /(3 sh
0 - 70 aras|
@32mm | ©63mm
0 40mm [T@T7Smm |
~ @16mm S @l6x16mm - @50mm
@ 20 mm @ 20 x 20 mm

Te Kapling / TEE Coupling Capling Manson / Coupling Muff

Capling Dirsek / Elbow Coupling

Samsil 3 il et 48
@32x25 [@40%320 W@25mmY  © 50 mm @25mmY @ 50 mm
[[@50%407 ©63x50 032mm @75 mm 032mm [NO7Emm
©75x63 [D75%x50 @4 mmY @ 90 mm 04 mm T @ 90 mm
WOTERTEN 0 110x75 0 10mm o i0mm
?90x75 N@NMiORSON

[fo90%90% o 110x 110

General Specifications

mrip irrigation is to carry water required for plant growth by a
certain pipe system and apply the water in drops to plant root
with special means called dropper and placed on the lateral pipe

The main purpose of drip irrigation is to give water required by
the plant, together with plant nutrients if requested and without
creating a request of excessive water.

Drip irrigation system works under lower operating pressure
than sprinkler irrigation system and applies water with small-
cross sectional area at frequent intervals and on specific part
of soil.

Drip irrigation system consists of control unit, pipe lines and
droppers. The control unit is a part that regulates pressure,
filters of water and applicable to measurement of water and
manure application.
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Damlama Sarma Makarasi

D 16x 16 x 16 mm

Damla Sulama Sistemleri
Drip Irrigation Systems
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Sulama Sistemleri

Dirsek / Elbow /¢ sSlI

@ 20 x 20 mm

Kér Tapa / End Clamp / )l

Dropping Reel
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Topraginiza GAP damlaciklari
GAP drops to your soil
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Mini Vana / Mini Valve
ua r«.l.n.ua

Foigmm 20 mm

Drip / Drirp /aill

016 2-4ith
©20 2-4lt/h

Genel Ozellikler

E]amla Sulama; genel bir tanimlama ile bitki gelisimi icin gerekli
olan suyun belirli bir boru sistemi araciligi ile tasinip yan boru
(lateral) Uzerine veya icine yerlestirilen ve damlatici olarak
adlandinlan dzel yapidaki araclarla bitki kok bolgesi ¢cevresine
damlalar seklinde uygulanmasidir. Damla sulamada temel amag
bitkinin kullandir suyu, istenirse bitki besin maddeleri ile
birlikte asir bir su istedi yaratmadan vermektir.

Damla sulama sistemi, yagmurlama sulama sistemine gore
daha dusuk isletme basinci altinda ¢alisan, kicik kesit alanina
sahip borularla suyu sik araliklarla ve az miktarda topragin
belirli bir bolumine uygulamaktir.

Damla sulama sistemi, denetim Unitesi, boru hatlan ve
damlaticilardan olusur. Denetim Unitesi, basincin dizenledigi,
suyun filtre edildidi, su dlglm islemlerinin yapildig ve
gubrelerin uygulanabildigi bolimdur.
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